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®



THE  STRONGEST ,  MOST DURABLE  
SMALL  D IAMETER BRAID

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

R8 Precision Braiding and fiber technology provide superior strength, roundness and line consistency 

Patent-pending construction of 8 fibers (7 HMPE fibers plus 1 GORE® Performance Fiber) and 32 weaves (pics) per inch   
•  GORE®  Performance Fibers improve abrasion resistance, increase casting length/accuracy & reduce line vibration   

•  HMPE fibers provide high strength & sensitivity, small diameter & hydrophobic water-repellent protection

Gore® is a registered trademark of W.L. Gore & Assoc.
•NEW FOR 2018

•

•

SPECIFICATIONS
150 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	 MONO LB. TEST 	 COASTAL	 LOW-VIS	 NEON		  HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA.  	 CAMO	 GREEN	 LIME	 CAMO	 YELLOW	 GHOST
	 6 / 2.7 ...... .006 / .14............ 2................................................... •660-006CC...... 660-006G...... 660-006L....... 660-006CA ....... 660-006Y.........660-006GH
	 8 / 3.6 ...... .007 / .18............ 3...................................................•660-008CC.... •660-008G....•660-008L.....•660-008CA ..... •660-008Y...... • 660-008GH
	10 / 4.5...... .008 / .20............ 4................................................... •660-010CC...... 660-010G...... 660-010L....... 660-010CA ....... 660-010Y.........660-010GH
	15 / 6.8..... .0085 / .22........... 5................................................... •660-015CC...... 660-015G...... 660-015L....... 660-015CA ....... 660-015Y.........660-015GH
	20 / 9.1 ..... .009 / .23............ 6................................................... •660-020CC...... 660-020G...... 660-020L....... 660-020CA ....... 660-020Y.........660-020GH
	30 / 13.6 .... .011 / .29............ 8................................................... •660-030CC...... 660-030G...... 660-030L....... 660-030CA ....... 660-030Y.........660-030GH
	40 / 18.2 .... .013 / .33........... 10.................................................. •660-040CC...... 660-040G...... 660-040L....... 660-040CA ....... 660-040Y.........660-040GH
	50 / 22.7 .... .014 / .34........... 12.................................................. •660-050CC...... 660-050G...... 660-050L....... 660-050CA ....... 660-050Y.........660-050GH
	65 / 29.5 .... .016 / .40........... 17.................................................. •660-065CC...... 660-065G...... 660-065L....... 660-065CA ....... 660-065Y.........660-065GH
	80 / 36.4 .... .018 / .45........... 20.................................................. •660-080CC...... 660-080G...... 660-080L....... 660-080CA ....... 660-080Y.........660-080GH

300 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 COASTAL	 LOW-VIS	 NEON 		  HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA.	 CAMO	 GREEN	 LIME	 CAMO	 YELLOW	 GHOST
	 6 / 2.7 ........006 / .14........... 2................................................... •660-106CC...... 660-106G...... 660-106L....... 660-106CA ....... 660-106Y........  660-106GH
	 8 / 3.6 ...... .007 / .18............ 3...................................................•660-108CC.... •660-108G....•660-108L.....•660-108CA ..... •660-108Y...... •660-108GH
	10 / 4.5...... .008 / .20............ 4................................................... •660-110CC...... 660-110G...... 660-110L....... 660-110CA ....... 660-110Y........ 660-110GH
	15 / 6.8..... .0085 / .22........... 5................................................... •660-115CC...... 660-115G...... 660-115L....... 660-115CA ....... 660-115Y........ 660-115GH
	20 / 9.1 ..... .009 / .23............ 6................................................... •660-120CC...... 660-120G...... 660-120L....... 660-120CA ....... 660-120Y........ 660-120GH
	30 / 13.6 .... .011 / .29............ 8................................................... •660-130CC...... 660-130G...... 660-130L....... 660-130CA ....... 660-130Y........ 660-130GH
	40 / 18.2 .... .013 / .33........... 10.................................................. •660-140CC...... 660-140G...... 660-140L....... 660-140CA ....... 660-140Y........ 660-140GH
	50 / 22.7 .... .014 / .34........... 12.................................................. •660-150CC...... 660-150G...... 660-150L....... 660-150CA ....... 660-150Y........ 660-150GH
	65 / 29.5 .... .016 / .40........... 17.................................................. •660-165CC...... 660-165G...... 660-165L....... 660-165CA ....... 660-165Y........ 660-165GH
	80 / 36.4 .... .018 / .45........... 20.................................................. •660-180CC...... 660-180G...... 660-180L....... 660-180CA ....... 660-180Y........ 660-180GH

600 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 COASTAL	 LOW-VIS	 NEON		  HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 CAMO	 GREEN	 LIME	 CAMO	 YELLOW	 GHOST
	 6 / 2.7 ...... .006 / .14............ 2................................................... •660-206CC...... 660-206G...... 660-206L....... 660-206CA........ 660-206Y...... •660-206GH
	10 / 4.5...... .008 / .20............ 4................................................... •660-210CC...... 660-210G...... 660-210L....... 660-210CA........ 660-210Y...... •660-210GH
15 / 6.8...... .0085 / .22........... 5................................................... •660-215CC...... 660-215G...... 660-215L....... 660-215CA ....... 660-215Y...... •660-215GH
	20 / 9.1 ..... .009 / .23............ 6................................................... •660-220CC...... 660-220G...... 660-220L....... 660-220CA........ 660-220Y...... •660-220GH
	30 / 13.6 .... .011 / .29............ 8................................................... •660-230CC...... 660-230G...... 660-230L....... 660-230CA........ 660-230Y...... •660-230GH
	40 / 18.2 .... .013 / .33........... 10.................................................. •660-240CC...... 660-240G...... 660-240L....... 660-240CA........ 660-240Y...... •660-240GH
	50 / 22.7 .... .014 / .34........... 12.................................................. •660-250CC...... 660-250G...... 660-250L....... 660-250CA........ 660-250Y...... •660-250GH
	65 / 29.5 .... .016 / .40........... 17.................................................. •660-265CC...... 660-265G...... 660-265L....... 660-265CA........ 660-265Y...... •660-265GH
	80 / 36.4 .... .018 / .45........... 20.................................................. •660-280CC...... 660-280G...... 660-280L....... 660-280CA........ 660-280Y...... •660-280GH

1200 Yd. Spools - (1/Carton – 12/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 COASTAL	 LOW-VIS	 NEON		  HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 CAMO	 GREEN	 LIME	 CAMO	 YELLOW	 GHOST
	 6 / 2.7 ...... .006 / .14............ 2................................................... •660-306CC...... 660-306G......660-306L..... •660-306CA...... •660-306Y...... •660-306GH
	10 / 4.5...... .008 / .20............ 4................................................... •660-310CC...... 660-310G......660-310L..... •660-310CA...... •660-310Y...... •660-310GH
15 / 6.8...... .0085 / .22........... 5................................................... •660-315CC...... 660-315G......660-315L..... •660-315CA ..... •660-315Y...... •660-315GH
	20 / 9.1 ..... .009 / .23............ 6................................................... •660-320CC...... 660-320G......660-320L..... •660-320CA...... •660-320Y...... •660-320GH
	30 / 13.6 .... .011 / .29............ 8................................................... •660-330CC...... 660-330G......660-330L..... •660-330CA...... •660-330Y...... •660-330GH
	40 / 18.2 .... .013 / .33........... 10.................................................. •660-340CC...... 660-340G......660-340L..... •660-340CA...... •660-340Y...... •660-340GH
	50 / 22.7 .... .014 / .34........... 12.................................................. •660-350CC...... 660-350G......660-350L..... •660-350CA...... •660-350Y...... •660-350GH
	65 / 29.5 .... .016 / .40........... 17.................................................. •660-365CC...... 660-365G......660-365L..... •660-365CA...... •660-365Y...... •660-365GH
	80 / 36.4 .... .018 / .45........... 20.................................................. •660-380CC...... 660-380G......660-380L..... •660-380CA...... •660-380Y...... •660-380GH

3500 Yd. Spools - (1/Carton – 12/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 COASTAL	 LOW-VIS	 NEON		  HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 CAMO	 GREEN	 LIME	 CAMO	 YELLOW	 GHOST
	 6 / 2.7 ...... .006 / .14............ 2................................................... •660-406CC...... 660-406G.......660-406L.....•660-406CA...... •660-406Y...... •660-406GH
	10 / 4.5...... .008 / .20............ 4................................................... •660-410CC...... 660-410G.......660-410L.....•660-410CA...... •660-410Y...... •660-410GH
15 / 6.8...... .0085 / .22........... 5................................................... •660-415CC...... 660-415G.......660-415L.....•660-415CA ..... •660-415Y...... •660-415GH
	20 / 9.1 ..... .009 / .23............ 6................................................... •660-420CC...... 660-420G.......660-420L.....•660-420CA...... •660-420Y...... •660-420GH
	30 / 13.6 .... .011 / .29............ 8................................................... •660-430CC...... 660-430G.......660-430L.....•660-430CA...... •660-430Y...... •660-430GH
	40 / 18.2 .... .013 / .33........... 10.................................................. •660-440CC...... 660-440G.......660-440L.....•660-440CA...... •660-440Y...... •660-440GH
	50 / 22.7 .... .014 / .34........... 12.................................................. •660-450CC...... 660-450G.......660-450L.....•660-450CA...... •660-450Y...... •660-450GH
	65 / 29.5 .... .016 / .40........... 17.................................................. •660-465CC...... 660-465G.......660-465L.....•660-465CA...... •660-465Y...... •660-465GH
	80 / 36.4 .... .018 / .45........... 20.................................................. •660-480CC...... 660-480G.......660-480L.....•660-480CA...... •660-480Y...... •660-480GH

NEW COLOR

NEW COLOR

NEW COLOR

NEW COLOR

NEW COLOR



A LW AY S  U S E  T H E  B E S T  L I N E®

NEW  COLOR  AND  S I ZES
8 3 2

®

 A D V A N C E D  S U P E R L I N E
®

SF3

SF4

	 COASTAL CAMO	 LOW-VIS GREEN	 NEON LIME	 CAMO 	 HI-VIS YELLOW	 GHOST
NEW COLOR

Featuring 



NEW SIZES
P E R F O R M A N C E  B R A I D

T H E  L O N G - C A S T I N G ,  E A S Y- H A N D L I N G  B R A I D 
Exclusive Y6 braiding produces a rounder, smoother, thinner and quieter braided line

Handles effortlessly and casts a mile  •  Resists wind knots
Ultra-abrasion resistant and super-sensitive

	 LOW-VIS GREEN	 HI-VIS YELLOW 	 FLUORESCENT NEON FIRE

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

•NEW FOR 2018

SPECIFICATIONS
100 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	 MONO LB. TEST			   LOW-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 			   GREEN
	 6 / 2.7 ..... .006 / .14............ 2.................................................. 663-906G
	 10 / 4.5..... .008 / .20............ 4.................................................. 663-910G
	 20 / 9.1 .... .009 / .23............ 6.................................................. 663-920G
	30 / 13.6 ... .011 / .29............ 8.................................................. 663-930G
	40 / 18.2 ... .013 / .33........... 10................................................. 663-940G
	50 / 22.7 ... .014 / .34........... 12................................................. 663-950G
	65 / 29.5 ... .016 / .40........... 17................................................. 663-965G
	80 / 36.4 ... .018 / .45........... 20................................................. 663-980G

150 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 LOW-VIS	 HI-VIS 	 FLUORESCENT
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 GREEN	 YELLOW	 NEON FIRE
	 6 / 2.7 ..... .006 / .14............ 2.............663-006G....663-006Y....663-006F
	 10 / 4.5..... .008 / .20............ 4.............663-010G....663-010Y....663-010F
	 20 / 9.1 .... .009 / .23............ 6.............663-020G....663-020Y....663-020F
	30 / 13.6 ... .011 / .29............ 8.............663-030G....663-030Y....663-030F
	40 / 18.2 ... .013 / .33........... 10............663-040G....663-040Y....663-040F
	50 / 22.7 ... .014 / .34........... 12............663-050G....663-050Y....663-050F
	65 / 29.5 ... .016 / .40........... 17............663-065G....663-065Y....663-065F
	80 / 36.4 ... .018 / .45........... 20............663-080G....663-080Y....663-080F
	100 / 45.5... .021 / .54........... 25........... 663-0100G	 –	 –

300 Yd. Spools - (3/Carton – 36/Case) 
	 TEST	 DIAMETER	 MONO LB. TEST		  LOW-VIS	 HI-VIS 
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 		  GREEN	 YELLOW
	 6 / 2.7 ..... .006 / .14............ 2................................663-106G....663-106Y
	 10 / 4.5..... .008 / .20............ 4................................663-110G....663-110Y
	 20 / 9.1 .... .009 / .23............ 6................................663-120G....663-120Y
	30 / 13.6 ... .011 / .29............ 8................................663-130G....663-130Y
	40 / 18.2 ... .013 / .33........... 10...............................663-140G....663-140Y
	50 / 22.7 ... .014 / .34........... 12...............................663-150G....663-150Y
	65 / 29.5 ... .016 / .40........... 17...............................663-165G....663-165Y
	80 / 36.4 ... .018 / .45........... 20...............................663-180G....663-180Y
	100 / 45.5.... .021 / .54........... 25.............................. 663-1100G	 –
	130 / 59.1.... .024 / .60........... 40.............................. 663-1130G	 –

1,200 Yd. Spools - (1/Carton – 12/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 LOW-VIS	 HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 GREEN	 YELLOW
	 6 / 2.7 ..... .006 / .14............ 2........................ 663-206G	 –
	 10 / 4.5..... .008 / .20............ 4........................ 663-210G..........663-210Y
	 20 / 9.1 .... .009 / .23............ 6........................ 663-220G..........663-220Y
	30 / 13.6.... .011 / .29............ 8........................ 663-230G..........663-230Y
	40 / 18.2 ... .013 / .33........... 10....................... 663-240G..........663-240Y
	50 / 22.7 ... .014 / .34........... 12....................... 663-250G..........663-250Y
	65 / 29.5 ... .016 / .40........... 17....................... 663-265G..........663-265Y
	80 / 36.4 ... .018 / .45........... 20....................... 663-280G..........663-280Y
	100 / 45.5... .021 / .54........... 25....................•  663-2100G	 •  663-2100Y
130 / 59.1 .. .024 / .60........... 40....................•  663-2130G	 •  663-2130Y

3,500 Yd. Spools - (1/Carton – 12/Case)
	 TEST	 DIAMETER	 MONO LB. TEST	 LOW-VIS	 HI-VIS
	 LB. / KG.	 INCHES / MM 	 EQUIV. DIA. 	 GREEN	 YELLOW
	 20 / 9.1 .... .009 / .23............ 6........................663-420G.........•  663-420Y
	30 / 13.6 ... .011 / .29............ 8........................663-430G.........•  663-430Y
	40 / 18.2 ... .013 / .33........... 10.......................663-440G.........•  663-440Y
 	50 / 22.7 ... .014 / .34........... 12.......................663-450G.........•  663-450Y
	65 / 29.5 ... .016 / .40........... 17.......................663-465G.........•  663-465Y
	80 / 36.4 ... .018 / .45........... 20.......................663-480G.........•  663-480Y
100 / 45.5 .. .021 / .54........... 25.....................663-4100G.......•  663-4100Y
130 / 59.1 .. .024 / .60........... 40.....................663-4130G.......•  663-4130Y   

•
•

* 
*
* (1/CARTON - 6/CASE)

A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®



NEW SIZES
N A N O B R A I D

®

SF5

SF6

S U F I X  N A N O B R A I D ®  I S  B U I L T  U S I N G  A  W I D E  A N G L E  B R A I D I N G  T E C H N O L O G Y  T H A T  
C R E A T E S  H I G H E R  T E N S I O N  O N  T H E  B R A I D I N G  P R O C E S S  R E S U L T I N G  I N  A  T I G H T  W E A V E  

A N D  S U P E R  S T R O N G ,  S I L K Y  S M O O T H  L I N E.
Three times stronger than other lines in the category  •  Tight weave  •  Super strong  •  Silky smooth 

Abrasion resistance  •  Superior knot and shock strength  •  Extremely sensitive

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

SPECIFICATIONS
150 Yd. Spools - (3/Carton – 120/Case)
	 TEST		 DIAMETER	 LOW-VIS	 AQUA
	LB. / KG.	 INCHES / MM 	  GREEN	 CAMO
	 2 / 0.9 ....... .001 / .04...........................................................................................................................................................690-002G............690-002AC
	3 / 1.4........ .002 / .06...........................................................................................................................................................690-003G............690-003AC
	4 / 1.8........ .003 / .08...........................................................................................................................................................690-004G............690-004AC
	6 / 2.7 ....... .004 / .10...........................................................................................................................................................690-006G............690-006AC
	8 / 3.6 ....... .005 / .12...........................................................................................................................................................690-008G............690-008AC
	10 / 4.5 ..... .006 / .14...........................................................................................................................................................690-010G............690-010AC
	12 / 5.5 ...... .007 / .16...........................................................................................................................................................690-012G............690-012AC
	14 / 6.4...... .008 / .18...........................................................................................................................................................690-014G............690-014AC

	 LOW-VIS GREEN	 AQUA CAMO

A LW AY S  U S E  T H E  B E S T  L I N E®



8 3 2
®

 A D V A N C E D  L E A D  C O R E

T H E  F I R S T  L E A D  C O R E  T O  C O M B I N E  B O T H
H M P E  F I B E R S  &  G O R E

®

 P E R F O R M A N C E  F I B E R S.  
Dives 30% deeper & is 70% stronger than traditional lead core • Infinitely more sensitive 

The composition of these two fibers braided around the lead core wire creates the fastest sinking, strongest, 
most abrasion resistant, roundest, UV protected lead core line on the market.

3X the abrasion resistance • Greater resistance to UV rays and sunlight

SPECIFICATIONS
100 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	
	 LB. / KG.	 INCHES / MM 	  		  10-COLOR METERED
	 12 / 5.4...... .022 / .55...........................................................658-112MC
	 18 / 8.2...... .027 / .68...........................................................658-118MC

200 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER	
	 LB. / KG.	 INCHES / MM 	  		  10-COLOR METERED
	 12 / 5.4..... .022 / .55....................................................... 658-212MC
	 18 / 8.2..... .027 / .68....................................................... 658-218MC

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

Gore® is a registered trademark of W.L. Gore & Assoc.

A LW AY S  U S E  T H E  B E S T  L I N E®



SF7

SF8

P E R F O R M A N C E  L E A D  C O R E

High tenacity polyester braid 
increases break strength and 

abrasion resistance while 
adding density for faster  

sinking speeds.

P E R F O R M A N C E  L E A D  C O R E  I S  D E S I G N E D  W I T H  A  H I G H 
D E N S I T Y  L E A D  C E N T E R  F O R  E X C E L L E N T  S I N K I N G  S P E E D .

High density lead core • 10 Color sequence • 10 Yards per color

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

200 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER
	 LB. / KG.	 INCHES / MM	 10-COLOR METERED
	 12 / 5.4..........021 / .54...................................................... 668-212MC
	 15 / 6.8..........022 / .57...................................................... 668-215MC
	 18 / 8.2..........025 / .63...................................................... 668-218MC
	27 / 12.2.........029 / .75...................................................... 668-227MC
	36 / 16.3.........033 / .85...................................................... 668-236MC

600 Yd. Spools - (1/Carton – 12/Case)
	 TEST	 DIAMETER
	 LB. / KG.	 INCHES / MM	 10-COLOR METERED
	 12 / 5.4..........021 / .54...................................................... 668-312MC
	 15 / 6.8..........022 / .57...................................................... 668-315MC
	 18 / 8.2..........025 / .63...................................................... 668-318MC
	27 / 12.2.........029 / .75...................................................... 668-327MC
	36 / 16.3.........033 / .85...................................................... 668-336MC

A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®

SPECIFICATIONS
100 Yd. Spools - (3/Carton – 36/Case)
	 TEST	 DIAMETER
	 LB. / KG.	 INCHES / MM	 10-COLOR METERED
	 12 / 5.4......... .021 / .54...................................................... 668-112MC
	 15 / 6.8......... .022 / .57...................................................... 668-115MC
	 18 / 8.2......... .025 / .63...................................................... 668-118MC
	27 / 12.2........ .029 / .75...................................................... 668-127MC
	36 / 16.3........ .033 / .85...................................................... 668-136MC



C A S T A B L E  I N V I S I L I N E
TM

   

1 0 0 %  F L U O R O C A R B O N

C A S T S  L I K E  M O N O  &  I T ’ S  V I R T U A L L Y  I N V I S I B L E .
100% Fluorocarbon & virtually invisible • Resistant to ultra violet rays that can damage lines

Superior strength, abrasion resistant & incredible sensitivity • Low-stretch index for optimal hook setting power
Sinks 4 times faster than traditional nylon lines, getting your presentation to the strike zone faster

Exceptional handling for spinning & casting reels • Exclusive G2 Precision Winding™ virtually eliminates line memory

SPECIFICATIONS
100 Yd. Spools - (3/Carton – 36/Case)
	LB. TEST / DIA. 			   CLEAR
	3 / .006”..................................................................................... 680-903C
	4 / .007”..................................................................................... 680-904C
	5 / .0075”................................................................................... 680-905C
	6 / .008”..................................................................................... 680-906C
	7 / .0085”................................................................................... 680-907C
	8 / .009”..................................................................................... 680-908C
	10 / .011”.................................................................................... 680-910C
	12 / .012”................................................................................... 680-912C
	14 / .013”................................................................................... 680-914C
	17 / .016”................................................................................... 680-917C
	20 / .017”................................................................................... 680-920C

200 Yd. Spools - (3/Carton – 36/Case)
	LB. TEST / DIA. 			   CLEAR
	3 / .006”.................................................................................... 680-003C	
	4 / .007”.................................................................................... 680-004C
	5 / .0075”.................................................................................. 680-005C
	6 / .008”.................................................................................... 680-006C
	7 / .0085”.................................................................................. 680-007C	
	8 / .009”.................................................................................... 680-008C
	10 / .011”................................................................................... 680-010C
	12 / .012”.................................................................................. 680-012C
	14 / .013”.................................................................................. 680-014C
	17 / .016”.................................................................................. 680-017C
	20 / .017”.................................................................................. 680-020C

600 Yd. Spools - (3/Carton – 36/Case)
		LB. TEST / DIA.	 CLEAR
		4 / .007”.................................................................................. 680-1004C
		6 / .008”.................................................................................. 680-1006C
		8 / .009”.................................................................................. 680-1008C
		10 / .011”.................................................................................. 680-1010C
		12 / .012”................................................................................. 680-1012C
		14 / .013”................................................................................. 680-1014C

A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

Precision, stacked 
winding plus large 
arbor spool  
virtually eliminates 
line memory.

™



SF9

SF10

SPECIFICATIONS
InvisiLine Fluorocarbon – 33 Yd. Leader
	LB. TEST / DIA. 	 YDS.	 CARTON / CASE	 CLEAR
	 2 / .005”..........33.............6 / 72............................................. 681-002
	 4 / .007”..........33.............6 / 72............................................. 681-004
	 6 / .008”..........33.............6 / 72............................................. 681-006
	 8 / .011”..........33.............6 / 72............................................. 681-008
	 10 / .012”.........33.............6 / 72............................................. 681-010
	 12 / .013”.........33.............6 / 72............................................. 681-012
	 15 / .015”.........33.............6 / 72............................................. 681-015
	 20 / .017”.........33.............6 / 72............................................. 681-020
	 25 / .019”.........33............6 / 120............................................ 683-025
	 30 / .020”.........33............6 / 120............................................ 683-030
	 40 / .024”.........33............6 / 120............................................ 683-040
	 50 / .028”.........33............6 / 120............................................ 683-050
	 60 / .031”.........33............6 / 120............................................ 683-060
	 80 / .036”.........33............6 / 120............................................ 683-080
	100 / .042”........33............6 / 120............................................ 683-100
	150 / .046”........33............6 / 120............................................ 683-150

	

110 Yd. Leader
	LB. TEST / DIA. 	 YDS.	 CARTON / CASE	 CLEAR
	 20 / .017”........110............6 / 60............................................. 682-020
	 25 / .019”........110............6 / 60............................................. 682-025
	 30 / .020”........110............6 / 60............................................. 682-030
	 40 / .024”........110............6 / 60............................................. 682-040
	 50 / .028”........110............6 / 60............................................. 682-050
	 60 / .031”........110............6 / 60............................................. 682-060
	 80 / .036”........110............6 / 60............................................. 682-080

U L T R A - L O W  V I S I B I L I T Y ,  S U P E R I O R  S T R E N G T H  A N D  H A N D L I N G .
Crystal clear 100% fluorocarbon leader •  Virtually invisible in water  •  Incredible shock absorption

High tensile/knot strength  •  Superior abrasion resistance •   Impervious to ultraviolet rays that can damage lines

1 0 0 %  F L U O R O C A R B O N 
I N V I S I L I N E

TM

    L E A D E R S

A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .



SPECIFICATIONS
330 Yd. Spools - (3/Carton – 36/Case)
				    LOW-VIS	 HI-VIS
	LB. TEST / DIA		  CLEAR	 GREEN	 YELLOW	 CAMO
	 4 / .008”........................661-104...... 661-104G....661-104Y....661-104CA	
	 6 / .010”........................661-106...... 661-106G....661-106Y....661-106CA
	 8 / .011”........................661-108...... 661-108G....661-108Y....661-108CA
	 10 / .012”.......................661-110...... 661-110G....661-110Y....661-110CA
	 12 / .014”.......................661-112...... 661-112G....661-112Y....661-112CA
	 14 / .015”.......................661-114...... 661-114G....661-114Y....661-114CA
	 17 / .016”.......................661-117...... 661-117G....661-117Y....661-117CA
	 20 / .018”.......................661-120...... 661-120G....661-120Y....661-120CA
	*25 / .020”.......................661-125...... 661-125G	 –	 –
	*30 / .022”.......................661-130...... 661-130G	 –	 –

1000 Yd. Spools - (3/Carton – 36/Case)
				    LOW-VIS
	LB. TEST / DIA		  CLEAR	 GREEN
	 4 / .008”..............................................................661-1004.....661-1004G
	 6 / .010”..............................................................661-1006.....661-1006G
	 8 / .011”..............................................................661-1008.....661-1008G
	10 / .012”.............................................................661-1010.....661-1010G
	12 / .014”.............................................................661-1012.....661-1012G
	14 / .015”.............................................................661-1014.....661-1014G

3000 Yd. Spools - (1/Carton – 12/Case)
			   LOW-VIS	 HI-VIS
	LB. TEST / DIA	 CLEAR	 GREEN	 YELLOW
	4 / .008”..........................................661-304........661-304G...... 661-304Y
	6 / .010”..........................................661-306........661-306G...... 661-306Y
	8 / .011”..........................................661-308........661-308G...... 661-308Y
	10 / .012”.........................................661-310........661-310G...... 661-310Y
	12 / .014”.........................................661-312........661-312G...... 661-312Y
	14 / .015”.........................................661-314........661-314G...... 661-314Y
17 / .016”.........................................661-317........661-317G...... 661-317Y
	20 / .018”.........................................661-320........661-320G...... 661-320Y

F O R  U N B E A T A B L E  S T R E N G T H  A N D  E A S Y  H A N D L I N G ,
G O  W I T H  T H E  B R E A K T H R O U G H  T E C H N O L O G Y  O F  S U F I X® E L I T E®

Superior tensile and knot strength due to Micro Resin Technology
Handles better and casts with ease due to it’s proprietary extrusion process  •  All-around exceptional performance

Exclusive G2 Precision Winding™ (4-20 lb. test; 330 & 1000 yd. spools only) virtually eliminates line memory

	 CLEAR	 LOW-VIS GREEN	 HI-VIS YELLOW	 CAMO

E L I T E
TM

  

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®

Precision, stacked 
winding plus large 
arbor spool  
virtually eliminates 
line memory.

™

* (250 YDS.)



SPECIFICATIONS
330 Yd. Spools - (3/Carton – 36/Case)
			   SMOKE	 NEON
	LB. TEST / DIA	 CLEAR	 GREEN	 TANGERINE	 CAMO
	 4 / .008”...................... 662-104.....662-104G..... 662-104NT.... 662-104CA
	 6 / .010”...................... 662-106.....662-106G..... 662-106NT.... 662-106CA
	 8 / .011”...................... 662-108.....662-108G..... 662-108NT.... 662-108CA
	10 / .012”..................... 662-110.....662-110G..... 662-110NT.... 662-110CA
	12 / .014”..................... 662-112.....662-112G..... 662-112NT.... 662-112CA
	14 / .015”..................... 662-114.....662-114G..... 662-114NT.... 662-114CA
	17 / .016”..................... 662-117.....662-117G..... 662-117NT.... 662-117CA
	20 / .018”..................... 662-120.....662-120G..... 662-120NT.... 662-120CA
	*25 / .020”.................... 662-125.....662-125G..... 662-125NT	 –	
*30 / .022”..................... 662-130.....662-130G..... 662-130NT	 –
 *250 YDS.

1000 Yd. Spools - (3/Carton – 36/Case)
						      SMOKE
	LB. TEST / DIA		  CLEAR	 GREEN
	4 / .008”...............................................................662-1004.....662-1004G
	6 / .010”...............................................................662-1006.....662-1006G
	8 / .011”...............................................................662-1008.....662-1008G
	10 / .012”..............................................................662-1010.....662-1010G
	12 / .014”...............................................................662-1012.....662-1012G
	14 / .015”..............................................................662-1014.....662-1014G 
 
 
 

3000 Yd. Spools - (1/Carton – 12/Case)
			   SMOKE	 NEON
	LB. TEST / DIA	 CLEAR	 GREEN	 TANGERINE
	 4 / .008”............................................662-304..... 662-304G	 –
	 6 / .010”............................................662-306..... 662-306G	 –
	 8 / .011”............................................662-308..... 662-308G	 –	
	10 / .012”...........................................662-310..... 662-310G	 –
	12 / .014”...........................................662-312..... 662-312G	 –
	14 / .015”...........................................662-314..... 662-314G....662-314NT
	17 / .016”...........................................662-317..... 662-317G....662-317NT
	20 / .018”...........................................662-320..... 662-320G....662-320NT

F O R  L O N G E R ,  M O R E  A C C U R A T E  C A S T S  A N D  U N M A T C H E D  T O U G H N E S S ,  
T H I S  L I N E  B E L O N G S  O N  Y O U R  R E E L .

Superior casting distance with pinpoint accuracy due to its proprietary extrusion process

Up to 15X greater abrasion resistance  •  Exceptional knot strength and smooth handling

Exclusive G2 Precision Winding™ (4-20 lb. test; 330 & 1000 yd. spools only) virtually eliminates line memory

	 CLEAR	 SMOKE GREEN	 NEON TANGERINE	 CAMO

SF11

SF12

S I E G E
TM

  

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

A LW AY S  U S E  T H E  B E S T  L I N E®

Precision, stacked 
winding plus large 
arbor spool  
virtually eliminates 
line memory.

™



	 CLEAR	 LOW-VIS GREEN	 CLEAR BLUE FLUORESCENT

A  P E R F E C T L Y  B A L A N C E D ,  L O W  M E M O R Y  L I N E  T H A T  O F F E R S 
H I G H  K N O T  S T R E N G T H  A N D  S M O O T H  C A S T I N G .

 A perfect balance of performance properties assures smooth, easy handling  •  High tensile and knot strength
Low stretch and high shock absorption provide fast, sure hook-ups  •  Low memory improves casting distance

P R O M I X
A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

SPECIFICATIONS
330 Yd. Spools - (3/Carton – 36/Case)
				    CLEAR BLUE
	LB. TEST / DIA.	 CLEAR	 LOW-VIS GREEN	 FLUORESCENT
	 4 / .008”.......................................................................................................................................................602-004C.......... 602-004G.......... 602-004CB
	 6 / .010”.......................................................................................................................................................602-006C.......... 602-006G.......... 602-006CB
	 8 / .011”.......................................................................................................................................................602-008C.......... 602-008G.......... 602-008CB
	10 / .012”......................................................................................................................................................602-010C.......... 602-010G.......... 602-010CB
	12 / .013”......................................................................................................................................................602-012C.......... 602-012G.......... 602-012CB
	14 / .014”......................................................................................................................................................602-014C.......... 602-014G.......... 602-014CB
	17 / .016”......................................................................................................................................................602-017C.......... 602-017G.......... 602-017CB
	20 / .017”......................................................................................................................................................602-020C.......... 602-020G.......... 602-020CB

1000 Yd. Spools - (3/Carton – 36/Case)
				    CLEAR BLUE
	LB. TEST / DIA.	 CLEAR	 LOW-VIS GREEN	 FLUORESCENT
	 4 / .008”......................................................................................................................................................602-1004C........ 602-1004G........ 602-1004CB
	 6 / .010”......................................................................................................................................................602-1006C........ 602-1006G........ 602-1006CB
	 8 / .011”......................................................................................................................................................602-1008C........ 602-1008G........ 602-1008CB
	10 / .012”.....................................................................................................................................................602-1010C........ 602-1010G........ 602-1010CB
	12 / .013”.....................................................................................................................................................602-1012C........ 602-1012G........ 602-1012CB
	14 / .014”.....................................................................................................................................................602-1014C........ 602-1014G........ 602-1014CB
	17 / .016”.....................................................................................................................................................602-1017C........ 602-1017G........ 602-1017CB
	20 / .017”.....................................................................................................................................................602-1020C........ 602-1020G........ 602-1020CB



SF13

SF14

	 CLEAR	 DARK GREEN	 CHARTREUSE

SPECIFICATIONS
1/4 Lb. Spools - (1/Carton – 96/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 DARK GREEN	 CHARTREUSE
	 8 / .011”..... 1,720.........................696-108....... 696-108G	 –
	10 / .012”.... 1,495.........................696-110....... 696-110G	 –
	12 / .013”.... 1,200.........................696-112....... 696-112G	 –
	14 / .014”.... 1,100.........................696-114....... 696-114G...... 696-114CH
	17 / .016”......840..........................696-117....... 696-117G...... 696-117CH
	20 / .018”......670..........................696-120....... 696-120G...... 696-120CH
	25 / .020”......535..........................696-125....... 696-125G	 –
	30 / .022”......450..........................696-130....... 696-130G	 –
	40 / .024”......370..........................696-140....... 696-140G	 –
	50 / .025”......315..........................696-150	 –	 –

1 Lb. Spools - (1/Carton – 24/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 DARK GREEN	 CHARTREUSE
	 8 / .011”..... 6,870..........................696-208..... 696-208G	 –
	10 / .012”.... 5,970..........................696-210..... 696-210G	 –
	12 / .013”.... 4,950..........................696-212..... 696-212G	 –
	14 / .014”.... 4,395..........................696-214..... 696-214G...... 696-214CH
	17 / .016”.... 3,370..........................696-217..... 696-217G...... 696-217CH
	20 / .018”.... 2,670..........................696-220..... 696-220G...... 696-220CH
	25 / .020”.... 2,145..........................696-225..... 696-225G	 –
	30 / .022”.... 1,785..........................696-230..... 696-230G	 –
	40 / .024”.... 1,485..........................696-240..... 696-240G	 –
	50 / .025”.... 1,270..........................696-250..... 696-250G	 –

2 Kg. Spools - (1/Carton – 6/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR
	80 / .031”.... 3,655.....................................................................696-580
	100 / .039”... 2,405.....................................................................696-590

T H E  A D V A N C E D  C O P O L Y M E R  T H A T ’ S  T O U G H  A S  N A I L S,  
I N C R E D I B L Y  S T R O N G  A N D  H A N D L E S  E A S I L Y.

Advanced anti-abrasion copolymer formula for maximum durability
High tensile and knot strength  •  Special anti-friction agents reduce abrasion and improve casting

A long-casting line perfectly suited for surf casting

T R I T A N I U M  P L U S
A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .



	 CLEAR	 SMOKE BLUE	 HI-VIS YELLOW

A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

S U P E R I O R  S T R E N G T H ,  D U R A B I L I T Y  A N D  F A S T  R E C O V E R Y
F O R  A  H I G H E R  L E V E L  O F  P E R F O R M A N C E .

Incredibly strong – Superior line and leaders rank among the highest in tensile strength

Incredibly tough and abrasion resistant  •  Controlled stretch for fast recovery and excellent hook setting power

S U P E R I O R

110 Yd.  
Leader Bags



SF15

SF16

A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .

SPECIFICATIONS
1/4 Lb. Spools - (3/Carton – 120/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 SMOKE BLUE	 HI-VIS YELLOW
	 6 / .010”...... 2,155........................ 635-106	 –	 638-106
	 8 / .011”...... 1,720........................ 635-108	 –	 638-108
	 10 / .012”..... 1,495........................ 635-110........634-110......... 638-110
	 12 / .014”..... 1,100........................ 635-112........634-112......... 638-112
	 15 / .016”.......840......................... 635-115........634-115......... 638-115
	 20 / .018”.......670......................... 635-120........634-120......... 638-120
	 25 / .020”.......535......................... 635-125........634-125......... 638-125
	 30 / .022”.......450......................... 635-130........634-130......... 638-130
	 40 / .024”.......370......................... 635-140........634-140......... 638-140
	 50 / .028”.......275......................... 635-150	 –	 638-150

1 Lb. Spools - (1/Carton – 24/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 SMOKE BLUE	 HI-VIS YELLOW
	 10 / .012”..... 5,970........................ 645-110 	 –	 –
	 12 / .014”..... 4,395........................ 645-112	 –	 644-112
	 15 / .016”..... 3,370........................ 645-115	 –	 644-115
	 20 / .018”..... 2,670........................ 645-120........646-620......... 644-120
	 25 / .020”..... 2,145........................ 645-125........646-625......... 644-125
	 30 / .022”..... 1,795........................ 645-130........646-630......... 644-130
	 40 / .024”..... 1,485........................ 645-140........646-640......... 644-140
	 50 / .028”..... 1,095........................ 645-150........646-650......... 644-150
	 60 / .032”.......830......................... 645-160........646-660......... 644-160
	 80 / .036”.......655......................... 645-180........646-680......... 644-180
	100 / .039”......545......................... 645-300........646-689	 –
	130 / .047”......370......................... 645-330	 –	 –

1 Kg. Spools - (1/Carton – 16/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 SMOKE BLUE	 HI-VIS YELLOW
	 15 / .016”..... 7,410........................ 647-515	 –	 647-615
	 20 / .018”..... 5,875........................ 647-520........647-920......... 647-620
	 25 / .020”..... 4,710........................ 647-525........647-925......... 647-625
	 30 / .022”..... 3,950........................ 647-530........647-930......... 647-630
	 40 / .024”..... 3,275........................ 647-540........647-940 ........ 647-640
	 50 / .028”..... 2,405........................ 647-550........647-950......... 647-650
	 60 / .032”..... 1,825........................ 647-560........647-960......... 647-660
	 80 / .036”..... 1,445........................ 647-580........647-980......... 647-680
	100 / .039”.... 1,205........................ 647-599 .......647-989......... 647-699
	130 / .047”......820......................... 647-600	 –	 647-700

2 Kg. Spools - (1/Carton – 6/Case)
	LB. TEST / DIA. 	 YDS.	 CLEAR	 SMOKE BLUE	 HI-VIS YELLOW
	 20 / .018”.... 11,745....................... 648-020........649-020......... 650-120
	 25 / .020”..... 9,440........................ 648-025........649-025......... 650-125
	 30 / .022”..... 7,895........................ 648-030........649-030......... 650-130
	 40 / .024”..... 6,550........................ 648-040........649-040......... 650-140
	 50 / .028”..... 4,810........................ 648-050........649-050......... 650-150
	 60 / .032”..... 3,655........................ 648-060........649-060......... 650-160
	 80 / .036”..... 2,890........................ 648-080........649-080......... 650-180
	100 / .039”.... 2,405........................ 648-300........649-081......... 650-300
	130 / .047”.... 1,640........................ 648-330........649-089......... 650-330

110 Yd. Leader Wheels
	LB. TEST / DIA. 	 YDS.	 CARTON / CASE		  CLEAR
	 20 / .018”....... 110..............6 / 120............................................. 688-020
	 30 / .020”....... 110..............6 / 120............................................. 688-030
	 40 / .024”....... 110..............6 / 120............................................. 688-040
	 50 / .025”....... 110..............6 / 120............................................. 688-050
	 60 / .028”....... 110..............6 / 120............................................. 688-060
	 80 / .031”....... 110..............6 / 120............................................. 688-080
	100 / .035”...... 110..............6 / 120............................................. 688-100
	130 / .039”...... 110..............6 / 120............................................. 688-130
	150 / .047”...... 110..............6 / 60.............................................. 688-150
	200 / .055”...... 110..............6 / 60.............................................. 688-200
	250 / .059”...... 110..............6 / 60.............................................. 688-250
	110 Yd. Leader Bags
	300 / .063”...... 110..............1 / 60.............................................. 688-300
	400 / .071”...... 110..............1 / 60.............................................. 688-400
	500 / .079”...... 110..............1 / 60.............................................. 688-500
	650 / .094”...... 110..............1 / 40.............................................. 688-650



SPECIFICATIONS
1 Kg Spools - (1/Carton – 16/Case)
	LB. TEST / DIA. 	 YDS.	 NEON LIME
	20 / .016”.............6,725 ................................................ 687-410L 
	30 / .020”.............5,385 ................................................ 687-415L 
	50 / .027”.............2,565 ................................................ 687-424L

2 Kg Spools - (1/Carton – 6/Case)
	LB. TEST / DIA. 	 YDS.	 NEON LIME
	20 / .016”...........14,805 .....................................................687-510L 
	30 / .020”............9,475 ......................................................687-515L 
	50 / .027”............4,835 ......................................................687-524L 
	80 / .034”............2,925 ......................................................687-537L 
	130 / .043”...........1,645 ......................................................687-560L

I G F A - R A T E D  L I N E  W I T H  M A X I M U M  A B R A S I O N  R E S I S T A N C E .
Consistent tensile strength to meet IGFA standards 

Ultimate abrasion resistance for long, tough record battles 
High knot strength and great shock absorption for sudden bursts that record game fish are known for

K E Y  L I M E  I G FA- R A T E D
A LW AY S  U S E  T H E  B E S T  L I N E® A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .
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SF18

LB. TEST / DIA. 	 YDS./FEET	 CARTON/CASE	 CLEAR
	20 / .018”...........11 / 33.................6 / 120....................700-020 
	30 / .020”...........11 / 33.................6 / 120....................700-030
	50 / .025”...........11 / 33.................6 / 120....................700-050 
	80 / .031”...........11 / 33.................6 / 120....................700-080
	100 / .035”..........11 / 33.................6 / 120....................700-100

LB. TEST / DIA. 	 YDS./FEET	 CARTON/CASE	 CLEAR
150 / .047”..........11 / 33.................6 / 120....................700-150 
	200 / .055”..........11 / 33..................6 / 60.....................700-200 
	300 / .063”..........11 / 33..................6 / 60.....................700-300 
	400 / .071”..........11 / 33..................6 / 60.....................700-400 
	500 / .079”..........11 / 33..................6 / 60.....................700-500

LB. TEST / DIA. 	 YDS./FEET	 CARTON/CASE	 CLEAR
	20 / .017”.......... 11 / 33 ................6 / 120................... 700-020F 
	30 / .020”.......... 11 / 33..................6 / 120................... 700-030F
	50 / .028”.......... 11 / 33..................6 / 120................... 700-050F
	80 / .036”.......... 11 / 33..................6 / 120................... 700-080F
	100 / .042”......... 11 / 33..................6 / 120................... 700-100F

LB. TEST / DIA. 	 YDS./FEET	 CARTON/CASE	 CLEAR
150 / .046”......... 11 / 33...................6/120.................... 700-150F
	200 / .063”......... 11 / 33....................6/60..................... 700-200F
	300 / .080”......... 11 / 33....................6/60..................... 700-300F
	400 / .090”......... 11 / 33....................6/60..................... 700-400F

M A K E  Q U I C K ,  K N O T L E S S  L O O P - T O - L O O P  C O N N E C T I O N S  T O  Y O U R  M A I N L I N E .  
A V A I L A B L E  I N  M O N O  O R  F L U O R O C A R B O N .

P R E M I U M  M O N O F I L A M E N T
Premium quality, small diameter monofilament leader material • Braided loop attaches to mainline without knots or swivels

Leader can be wound through guides onto reel  •  Easy Handling  •  Very low memory • Exceptional knot strength  •  Extremely durable

100% F L U O R O C A R B O N
Crystal clear 100% fluorocarbon leader  •  Braided loop attaches to mainline without knots or swivels

Leader can be wound through guides onto reel • High strength, exceptional shock absorption, and superior abrasion resistance

Impervious to damage from ultraviolet (UV) rays

W I N D - O N  L E A D E R S
A LW AY S  U S E  T H E  B E S T  L I N E®

T H E  W O R L D ’ S  M O S T  H A R D C O R E  F I S H I N G  L I N E .
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